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WHITE MOLDING AND END CAPS OF DRYVIT
COATING OVER POLYSTYRENE FOAM CORE

DRYVIT SURFACING.
PANTONE 726U
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4" EXTRUDED POLYSTYRENE FOAM WINGS

DRYVIT SURFACE TREATMENT
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CONCRETE FOOTER

BRICK VENEER
MANUFACTURER AND COLOR
TO BE SELECTED BY OWNER

4- #4 VERT. GROUT CELLS AT
REINFORCEMENT WITH CONCRETE
8" CMU BLOCK

8" CMU BLOCK

HORIZONTAL REINFORCEMENT

6-#4 REBAR CONTINUOUS

#4 REBAR VERT. @ 24" O.C.
FILL CELLS AND REINF. WITH
GROUT

PRECAST CONCRETE CAP, WHITE
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6-#4 REBAR CONTINUOUS

4- #4 VERT. GROUT CELLS AT
REINFORCEMENT WITH CONCRETE

BRICK VENEER
MANUFACTURER AND COLOR
TO BE SELECTED BY OWNER

PRECAST CONCRETE CAP WITH 4" OVERHANG

DRYVIT SURFACE TREATMENT

4" CMU BLOCK TOP COURSE

8" CMU BLOCK

#4 REBAR VERT. @ 24" O.C.
FILL CELLS AND REINF. WITH
GROUT
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18 W LED BULLET FLOODLIGHT, BLACK FINISH
COLOR
COLOR TEMP: 3000K
SET 6' FROM FACE OF SIGN
ENSURE SURROUNDING PLANTS DO NOT
OBSTRUCT THE LIGHT BEAM
INSTALL PER MANUFACTURE'S
INSTRUCTIONS

POST CAP, BLACK

2 " METAL MOUNTING POST, BLACK, 28" LONG

12"x12" 3000 PSI CONCRETE BASE, SET 2"
BELOW FINISH GRADE

1" ELECTRICAL CONDUIT CONNECT TO
SERIES OF LIGHTS.  ALL ELECTRICAL WORK
PER NEC CODE.

LANDSCAPE LIGHT BASIS OF DESIGN:
RAB LIGHTING, LED BULLET FLOOD, HBLED18YB

WATTS: 18W
   COLOR TEMP: 3000K

LUMENS: 1,702
FINISH: BLACK

RECOMMENDED CAP: RAB LIGHTING, MIGHTY
POST CAP, MBCAP2B
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4 GATEWAY SIGN
1

2"  = 1'

4A GATEWAY SIGN - SECTION A
1

2"  = 1'

4B GATEWAY SIGN - SECTION B
1

2"  = 1'

4C GATEWAY SIGN -SECTION C
1

2"  = 1'

4D GATEWAY SIGN -SECTION D
1

2"  = 1'

5 LANDSCAPE FLOODLIGHT
1"  = 1'

NOTE:
CONTRACTOR TO SUBMIT SHOP DRAWINGS  OF GATEWAY
SIGN TO CITY FOR APPROVAL PRIOR TO CONSTRUCTION

BASIS OF DESIGN FOR COLONIAL HEIGHTS GATEWAY SIGN


